429
Brayton Cryocooler
Developments
456
TESTING
OF 1 KW-CLASS CRYOGENIC TURBOALTERNATOR
456
BRAYTON CRYOCOOLER
DEVELOPMENTS
4

a. Turbine Impellers

b. Turbine Nozzles

Figure 3. Aerodynamic components optimized for five different operating conditions.

TEST APPROACH AND FACILITY
Testing the turbines in a liquefaction system producing 5000 gallons/day of hydrogen would
be an ideal demonstration of the benefits of our technology, but unfortunately, we did not have
access to a prototypical hydrogen liquefaction system. The test approach that we selected was to
utilize cryogenic nitrogen as the working fluid and test the turboalternator at dynamically
equivalent operating conditions. The equivalent conditions were determined using the similarity
concept (dimensionless scaling). Based on the similarity concept, six independent similarity
parameters can be formulated that completely define the operating condition:
1. Efficiency
2. Reynolds number
3. Specific speed
4. Specific diameter
5. Laval number
6. Ratio of specific heats
Any other dimensionless parameter can be expressed as a function of the six variables listed
above. For example, a common parameter U/Co, being the ratio of the tip speed to the spouting
velocity, can be expressed as the product of the specific speed and the specific diameter. An
optimization routine was employed to obtain the best possible agreement between key
dimensionless parameters: specific speed, specific diameter, Laval number, and Reynolds
number. The ratio of specific heats is a function of the test gas and could not be exactly matched
when testing in nitrogen.
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The performance test facility is shown in Fig. 4. To achieve the required high flow rates
(~50 g/s of cryogenic nitrogen), we vaporized liquid nitrogen from liquid nitrogen dewars. This
approach also has the advantage that the gas flowing into the turbine has very low concentrations
of condensable contaminants (i.e., water vapor, CO2) that can potentially freeze in the turbine
nozzles. It also eliminates the need for large heat exchangers to precool the turbine inlet gas.
We controlled the turbine inlet pressure by regulating the pressure of gaseous helium that is used
to pressurize the liquid nitrogen dewar. We controlled the turbine inlet temperature using the
heaters on the evaporator. The exhaust pressure of the turbine was controlled by an exit valve.
The turbine speed was regulated by the impedance of a programmable load bank that is
connected to the alternator. The key measurements were the mass flow rate, inlet and exit
pressure, inlet and exit temperature, output power, and speed. The instrumentation was selected
to achieve an uncertainty of better than ±2% for the effective area and the net efficiency, the
primary performance parameters for a turboalternator. The mass flow rate was determined using
electronic mass flow meters. The pressures were measured using strain-gauge type pressure
transducers. The inlet and outlet temperatures were measured using redundant platinum
resistance thermometers. The output power and speed were recorded using a three-phase power
meter. All instrumentation was calibrated.

Figure 4. Schematic of turboalternator performance test with boil-off nitrogen.
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TEST RESULTS
At the time of writing this paper, performance testing has been completed on the Stage 3 and
Stage 4 turboalternator configurations. During each test, data were collected at dynamically
equivalent conditions. Raw data (such as mass flow rate, alternator power, pressure, and
temperature) were processed to compute net efficiency and effective area. The net efficiency is
defined as the ratio of net refrigeration to isentropic refrigeration, where the net refrigeration is
equal to the output power from the turboalternator. The effective area is defined as the ratio of
the mass flow rate to the product of the inlet density and spouting velocity, and is a measure of
the flow resistance of the turbine.
The test results are shown in Fig. 5 and Fig. 6. Our predictions are in good agreement with
the test data. Indeed, Stage 3 and 4 net efficiency measurements agreed very well with our
estimates, as shown in Fig. 5. While the Stage 3 effective area agrees well with predictions
(Fig. 6), the Stage 4 effective area measured somewhat higher than predictions due to an inability
to match the design pressure ratio during testing which impacts the reaction of the turbine
and the flow resistance. Despite not matching the design pressure ratio exactly, we maintained
the dimensionless specific speed and specific diameter to within 4%, explaining the good
agreement on efficiency. In summary, both Stage 3 and Stage 4 turboalternators performed well,
demonstrating peak efficiencies of 80% and 77%, respectively.

Figure 5. Measured and predicted turboalternator net efficiency for stage 3 and 4 turboalternators.
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Figure 6. Measured and predicted turboalternator effective area for stage 3 and 4 turboalternators.

In addition to performance testing, we assessed the operation of the hydrodynamic gas
bearings at prototypical operating conditions. During the performance testing in nitrogen, the
gas bearings were being operated at non-prototypical conditions due to the difference in viscosity
between 20 K hydrogen and 140 K nitrogen. To verify that the bearings could operate at
prototypical operating conditions in hydrogen, the turboalternator was tested at equivalent
conditions in cryogenic gaseous helium. The stability of journal bearings is typically
characterized by a Stability Factor, which is the ratio of the inertial forces to the viscous forces:

SF ≡

m ⋅ c3 ⋅ Ω
6⋅ μ ⋅ r3 ⋅b

(1)

where m is the supported mass by the bearing, c is the characteristic dimension of the gas film
thickness, Ω is the angular velocity, μ is the viscosity, r is the bearing radius, and b is the bearing
width.
For bearing stability testing, the turboalternator was cooled to 88 K, 44 K, and 24 K, and the
speed was increased up to the maximum operating speed at each temperature, which was
governed by bearing stability or test facility limitations. Rotational speeds in excess of
2000 rev/s were demonstrated with no abnormalities. Our test conditions are equivalent to
bearing stability factors around 0.3, consistent with operating conditions at 20 K in hydrogen.
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USE IN BRAYTON CRYOCOOLER
In addition to expanders for liquefaction systems, these turboalternators can be used in highcapacity turbo-Brayton cryocoolers for cooling high-temperature superconducting motors,
generators, transmission lines, fault-current limiters, and magnets. The advantage of these
superconducting systems is reduced size, weight, and losses compared with conventional copper
systems. Operating temperatures are expected to be between 15 K and 70 K depending on the
superconductor, and cooling capacities are expected to range from 100’s of watts to several
kilowatts. Brayton cryocoolers scale well to high capacities where the cooling power per unit
mass and the coefficient of performance increase due to favorable scaling of turbomachines.1
Near-term applications include ship superconducting degaussing system. Creare is currently
developing a cryocooler for the Navy that provides up to 1.5 kW of refrigeration at 50 K.
Longer-term applications include cryocoolers for superconducting generators for ship power
generation; superconducting motors, generators, and power transmission lines for turbo-electric
aircraft; superconducting generators for wind turbines; and superconducting transmission lines
for data centers and directed-energy weapons.
SUMMARY
Future NASA missions and facilities will require hydrogen liquefaction systems for
spaceport, planetary, and lunar surface operations. Cryogenic expansion turbines are critical
components of many liquefaction systems. Recently Creare designed, built, and tested several
turboalternators suitable for hydrogen liquefaction systems producing 5000 gallons/day. The
turboalternator designs were scaled from Creare’s space-borne turboalternators, which were
developed for sensor cooling applications with low to modest refrigeration needs. The hydrogen
turboalternators were optimized for operation between 77 K and 20 K and produce up to 1.5 kW
of refrigeration, depending on the expansion stage and operating conditions. Performance testing
was performed in cryogenic nitrogen at 140 K and at dynamically equivalent operating
conditions as hydrogen. Net efficiencies were demonstrated up to 80%, closely matching our
performance predictions. Bearing stability testing was performed at temperatures as low as 24 K
and at operating conditions consistent with operating at 20 K in hydrogen.
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